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HARDWARE PACKAGE:
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UNPACKING & CHECKING CONTENTS:

NO.| D ipti s ificati 'TY | Part List N
A |Carriage Bolt | 5/16”x3/4” 32 NO.7
B |Nut 5/16” 32 NO.8
c [FhillipsHead | 4 1347 | 24 |  NO.9

Screw
D |Nut 1/4” 24 NO.10
E [Nut M4 6 NO.16
F |Foot Pad M14 4 NO.11

G [Handle 1 NO.14
H |Cap Screw M8x50 2 NO.17
| |Open Wrench 10x12 1 NO.18
J Phillips Head M4x8 12 NO.15

Screw

A Support D 4 NO.5

B Support B 2 NO.3
Left Welding

C Support B 1 NO.4
Right Welding

D Support B 1 NO.4-1
Welding

E SuppSrE 2 NO.6

F Support A 4 NO.2

G Plate 4 NO.1

H Drawer 1 NO.12

| Rail 2 NO.13




ASSEMBLY INSTRUCTION

STEP 1

Secure supports with carriage bolt
(NO.7)and nut (NO.8).
(FIG 1)

(FIG .1)




STEP 2

Assemble and tighten four plates
(NO.1)on the stand with phillips head
screw (NO.9) and nut (NO.10). Secure
the welding support E (NO.6) in the
middle of the downside of the plate.
(FIG.2)

STEP 3-1

Press the rail of the drawer (see the A
part of the FIG. 3) and release the space
that the ball can be pushed in.
*Caution: Both directions are different,
please see the picture of FIG.3.

STEP 3-2

After finished the above steps, slide
both sides of the rail into the track slowly
level. Next push the drawer into the track
(see the part B of the FIG.3).
(FIG.3)
*Caution: Please check the position of both
rails are exact and then push the balls, or
the balls will be damaged easily.

(FIG .2)

(FIG .3)




STEP 4

Tighten the support A (NO.2) with the foot pad
(NO.11).

(FIG .4)
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(FIG .4)

STEP 5

All the assembly steps are completed.
(FIG .5)

(FIG .5)




DIAGRAM:

PART LIST:

NO. Description Specification QTY
1 Plate 4
2  |Support A 4
3 Support B 2
4 Left Welding Support B 1

4-1  |Right Welding Support B 1
5 Support D 4
6 |Welding Support E 2
7 Carriage Bolt 5/16"x3/4” 32
8 Nut 5/16” 32
9 Phillips Head Screw 1/4"x3/4” 24
10 Nut 1/4” 24
11 |Foot Pad M14 4
12 |Drawer 1
13 Rail 2
14  |Handle 1
15  |Phillips Head Screw M4x8 12
16 Nut M4 6
17 |Cap Screw M8x50 2
18 |Open Wrench 10x12 1
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