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1. SAFETY RULES

A. SAFETY ADVICE
 Read instruction manual before operation and

follow the safety rules.
 This machine is built with high manufacturing

technology and safety regulation. However, use
the machine may still cause danger to user or
third person. Therefore, use the machine only:

 Product should operate by professional
personnel or under supervision.

When machine is in fully technical safe
condition.

 If malfunction occurs, switch off power, and
remove cable. Restart all problems have been
eliminated.

 This edge-bander is equipped with hot melt
gluing unit which can apply edge-banding on
the panel, plywood and other material.

 The malfunction may cause danger to user or
the damage of the machine.

 Warranty is exclude from the following items:
 Unsuitable operate environment: humid,

contaminated.
 Damage caused during improper mounting,

fitting, and during storage.
 Use the machine with defect our unsafe device.
 Failure to follow instruction manual: transport,

storage, mounting, initial operating, cleaning
and maintenance of the machine.

 Altering the machine without authority.
 Altering power output without authority.
 Do not replace consumable parts subject to

wear.
 Event caused by others or force majeure.

B. Safety note:
 Always keep instruction manual together with

the machine.
 Follow general and local regulation for

electricity.
 All notes regarding safety and danger on the

machine must be kept legible and replaced if
necessary.

C. Electrical diagnose & repair

Always follow the rules. Use common sense and 

exercise caution in the workshop. 
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 Electric supply must conducted by certified
electrical technicians.

 The electronic components of the device must
be checked regularly.

 Always check the electrical voltage; the
tolerance of the voltage is within±10% of the
rated voltage.

D. Maintenance
 Conduct mandatory cleaning and maintenance

words within the time limit. During all cleaning,
maintenance and repair works, machine must
be disconnected from electrical supply.

E. Safety information

2. Important Note

 When plug in the cable power. Digital
temperature control will display the
temperature but no heating initiated.

 Ensure enough clean space and light for safety
operation.

 Keep children or non working person away from
working space.

 Do not wear wide clothes or jewelry. Wear
rubber gloves and anti-slip shoes.

 Before plugging on the power, make sure the
switch is at the state “off”

 Attention! Glue container can be up to 200℃,
do not touch the hot part.

 Make sure cable is long enough so no interface
occurs when using device.

 Keep device out of inflammable or explosive
materials.

 Do not use humid place or work outside during
raining days.

 work in well ventilated rooms or use respirator
mask    as vapors will release in working
mode.。

 Keep instruction manual with machine, and use
it for regular spare parts check list and
maintenance.

 Before putting the machine into tool box, make
sure the machine is completely shut down for
60℃ (140℉) degree

 Keep the machine clean and tidy up the glue
which left on the machine all the time.

 To prevent dust or other particles fell into the
pot, please remove the original glue from the
pot. (Heat up the machine for approx. 3mins,
remove the glue with any tooling when it’s yet
fully melted). Then continue heating up the
machine (not switching on the motor), drain
remaining glue into the pot and remove. Before

High Temperature  
High TEMPERATURE, DO NOT TOUCH WHEN 
YOU OPEATRE  

Safety Note 

Electric Shock 

Avoid Humidity Environment 

Read Instruction Manual 

Protective Clothing 

Respirator mask 

安全需知 
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switching to low temperature mode, please 
ensure the original high temperature glue from 
the glue pot is removed. 

3. Model and Specification

4. Configuration and Function

Model CWI-EB3HH
Machine Size 340x300x350mm 

Edge band 
thickness 

0.3 – 3 mm Thickness 

Edge band 
wideness 

10 – 65 mm width 

Speed 2.0-6.0 M/min.(6.5-20 Ft/min) 

Maximum 
power output 

855 W 

Pre heating 
time 

4 min  (120°C/250°F) 

Fuse F 6A(230V)  /  F10A(110V) 

Cable length 5 m 

Temp Range 125°C -200°C (250°F -390°F ) 

Glue capacity 400 ml 

No. Configuration Purpose 

1 Tape insert guide Insert the edge band 

2 Control panel 
Setup, temperature and 
speed control panel  

3 
Thickness 
adjusting cube 

Pressure control of glue 
supply. 

4 Switch Power Switch on/off 

5 Speed control Speed control on/off 

6 Fuse Overload protection 

7 Feeder rollers Deliver tape for edge banding 

8 Clamping lever Hold the guiding plate 

9 Guiding plate 
Guide machine for edge 
banding 

10 Glue pot cover Cover for glue pot 

11 Dialing knob Feed tape 

12 Rollers Roll in the edge band 

 8

 7

 9  10 

 11 

 12 
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5. Preparation for Operation
 Keep machine clean at all time. Keep panel and

materials in room temperature. 
 The humid place might affect the quality of

adhesion.
 Always apply sufficient contact pressure onto the

work piece when edge-banding not enough
pressure might cause insufficient attachment on
the work piece.

 Store hot melt adhesive in cool and dry enclosed
place.

 All filled glue pot is sufficient (depending on type
of glue) for gluing approximately 50m (height of
tape: 25mm) or approximately 25m (height of
tape 65mm)

 Always make sure the adhesive is completely
melted in the glue pot before Operation.

 Please use GL80 hot melt adhesive for
edge-banding.

 Hot – Melt glue brand of: kleibert: VP929657,
Dorus: KS224/2, Jowat: 280.30 should also be
compatible with BR500. (Please refer to glue
performance guide of each brand thoroughly)

6. Control Panel

 CWI-EB3HH 

 BR500 is equipped with digital temperature
control; working temperature can set from
125°C-200°C (257°F -390°F).

 Variable speed controller: speed can be
adjusted with ease according to different work
piece.

English/ Metric mode switch 

When indicator light on in unit mode °C, 
Feeding speed unit is in M. /min.。 

When indicator light on in unit mode °F, 
feeding speed unit is in Ft./min.。 

Heating switch; After turning main power 
switch, press heating switch to turn ON/ 
OFF heater 

Heating indicator light: Light will turn on 
during heating process. 

Temperature setting: press once sets one 
degree, quick temperature adjust by 
holding up/down buttons continuously. 
Setting will be input to machine 3 seconds 
after the “beep” sound.  

Temperature display: displaying current 
machine heating temperature. 

Operating indicator light: when 
temperature reaches up to 120°C (250°F), 
operating light will turn on; turning on the 
feeding switch may accelerate heating 
process.  

Variable speed controller: press to switch 
ON/OFF motors, spin controller to adjust 
feeding speed (clockwise to accelerate).  

Feeding speed display: deeding speed can 
be adjust from 2.0-6.0 M/min 
(6.5-20Ft/min) 

Storage indicator light: Switch   off heater 
power, the storage indicator light will turn 
on when temperature reaches below 60°C 
(140°F). then store the machine back to 
original casing accordingly 

 CWI-EB3HH has featuring Hibernate states. 
It can prevent glue coking from long term 
standby mode.
After pressing the heating up button, the
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indicator light will pop up once the 

temperature reach 120 degree(250℉); 
Then the machine will automatically cool 
down the temperature 20 degree lower 
than you set up (First Hibernate states)
(the lowest temperature is 125 degree) if 
the motor wasn't being active in 30 min. 
The machine will shut down the 
temperature control system (Second 
Hibernate states) if the motor wasn’t being 
active for another hour.   

 Indicator light will flashing once per second,
buzzer will notice every 3 second while the
machine turning into “Hibernate states”

 Turn on the motor to release First 
Hibernate states.

 Second Hibernate states can only release by

repress the heating up button.

7. Operation

7.1 Measuring And Setting Edge Band Width 
 Loosen the tape insert guide knob(FIG1)。

(FIG 1) 

 Place the edge band below the measuring wing,
lower tape insert guide to reach the top of the
edge band then tight the knob (FIG 2)。

(FIG 2) 

 Refer to the width display by the measuring
wing and adjust guiding plate (FIG 3) according
by loosen the handle and tight the handle after
setting the width on guiding.

(FIG 3) 

7.2 Guiding place adjustment 
 The surface of the guiding plate must be

perpendicular to the pressure roller. Loosen
screw (1) and place guiding place onto the work
piece. Loosen the screw (3), adjust the plate to
“0” (4) the tighten screw again.

(FIG 4) 

7.3 Glue Adjustment 

 When machine reach working temperature,
prepare a testing edge band (approx 20CM/8”)
and insert with lowest feeding speed and

Some parts of construed may be glued 

by adhesive after the temperature cool-

down, double check before dialing 
the knob.
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micro-adjust glue knob to desire (FIG 5). 

 The glue amount can be adjusted referring to
the volume indication.

 Thickness adjustment: Adjust thickness
adjustment knob and screw accordingly when
feeding soft or thin edge band. (FIG6)

(Fig 5) (Fig 6) 

7.4 Chain adjustment 
 Adjusting the axle bearing to control chain

tightness while chain is loose. (FIG7)。

(Fig 7) 

7.5 Operation 
 Measure the length of the workpiece, leave

sufficient space for end-cutting based on
individual skill

 When edge banding, always apply sufficient
contact pressure on edge band to enhance its
attachment to the workpiece.

 Check if there are unknown particles or dust in
the glue tank, switched on the main power.
Motor light on the handle (2) will turn on when
temperature reaches 120℃, press the motor
power (1) to speed up melting time. Make sure
glue is fully liquidized before operation. Place
guiding plate onto the workpiece and have
good grips on both handle (2), (3) then place
the pressure roller (4) 5cm behind the
workpiece, insert the tape to the feeding roller.

Switch on the motor power (1), when see the 
tape exiting by the pressure roller then press 
inward to the workpiece then follow the 
feeding roller to finish the job. (Fig 8) 

(Fig 8) 

7.6 Interior guide plate mounting & instruction 
 Installation：Locate corner guiding on to the

whole position, tighten the screws. (Fig 9)
 Attached Corner Guiding plate to operate inner

diameter smaller than 50mm (Fig 10)

(Fig 9) 

(Fig 10) 

7.7 Mobile Dispenser Installation and Operation 

 Attach Mobile Dispenser onto Edgebanders and
locked the knobs (Fig11)。

 Cut the edge band based on length of the
workpiece place it inside the dispenser (Fig 12),
reverse the edge band for feeding when it is
thicker/harder. (Fig 13)。

3

4

1

2
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 Maximum Storage: Width 65mm X Thick 3mmX
Long 12mm.

(Fig 11) 

8. Malfunction Analysis

 The CWI-EB3HH is build with error detect 
function.
Error message: 

Voltage error: input voltage is differs from or
iginal setting 

Motor error：Please contact electric technician 
for further check-up. 

Heating error: if heating temperature exceed 

220℃, please contact electric technician for f
urther check-up. 

Temperature detecting error: contact electricia
n to diagnose for possible wire loosens or sh
ort circuits. 

9. Related tools

Malfunction Cause Solution 

Machine 
does not 
start 

Fuse is defect 
Exchange Fuse (use same 
specification) 

Tape is not 
fully 
covered 
with glue 

The granulate in the 
glue pot is not fully 
melted into liquid 

Open pot cover and check if 
all granulate become liquid. 

Glue amount is not 
adjusted to the 
appropriate volume 

Increase the glue amount 
by glue adjustment knob. 
(refer to page 7) 

Edge band warped 
and deformed. 

Replace with better quality 
edge-band. 

Glue adjustment 
setting is inaccurate 

Main scraper plate is 
displaced when adjusting 
the glue output amount 
and caused an improper 
gaping between the main 
scraper plate and the gluing 
shaft. Read just the main 
scraper plate to original 
setting. (refer to page 9) 

Edges do 
not stick 
together 

Pressure roller is not 
flat to the edge. 

Readjust the guiding plate 
angle (refer to page6) 

Repetitively heating 
glue might cause glue 
deteriorate 

Replace new glue (refer to 
page 3) 

Conditional like 
temperature, 
adhesive etc. are not 
correct 

Check initial condition. 
Readjust temperature。 

Warped and 

Edge band does not 
fit-in properly /slow 
down the speed 
while operating 

The supporting plate 
should be place on the 
work-piece horizontally 
while operating. Follow 
output speed to affixed the 
edge-band. 

No 
movement 
on tape 
transport 

Rollers may be too 
dirty to carry the 
tape 

Clean the rollers 

Motor 
malfunction 

The glue are 
un-melted 

Reheat the glue with higher 
temperature. 

Heating 
abnormal 

Heating abnormal 

Please contact 

professional technicians 
to check disconnection 
or short circuit of the 

temperature line. 

Name Diagram Purpose 

Mobile 
Dispenser 

Prevent possible 
damage to hanging 
long edging. Easy clip 
on design and could 
hold up edge band 
from height 
10-92mm, thickness
0.4-3.0mm.

Edge bander 
Trimmer 

Electronic control and 
adjustment for 
perfect finish at panel 
edge. 

Dual End 
Cutter 

Cut extra tape off. 

Vacuum 
Clamp Set 

Ideal for securing to 
the edge of the 
working table using 
C-clamps or screw.

(Fig 12) (Fig 13) 

2

2

1
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Stationary 
working 

table 

Ideal for stationary 
use; Edgebanders and 
power trimmer can be 
fixed onto it. 
Ideal for holding a roll 
of tape and able to 
cut the tape while 
edge banding. 

Edge 
banding 

Glue 
Adhesive material 
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CWI Woodworking Technologies

Head Office:

1967 St. Matthews Avenue
Winnipeg, MB R3H 0J1

Canada

1-888-389-4752 Ext. 5
sales@cwimachinery.com
www.cwimachinery.com




